
Coolport® for Gastronorm trolley plug-in cooling
Технические характеристики изделия 0163330-1-01 | COP/UK RWG

Дата обращения: 23.01.2026,
01:37:48

Значения величин и размеров являются приблизительными, точность
технического описания не гарантируется. © Hupfer

Hupfer Metallwerke GmbH & Co. KG Dieselstraße 20, 48653 Coesfeld · Postfach 1463, 48634 Coesfeld · Тел.: +49 2541
805-0 · Факс: +49 2541 805-111 · info@hupfer.de · www.hupfer.com
info@hupfer.de · www.hupfer.com

Показан пример без декоративных элементов,
точность технического описания не
гарантируется.

Технические характеристики

Мощность: 850 W

Холодопроизводительность: 1550 W

Входное напряжение: 220 V

Номинальный ток: 3,7 A

Класс защиты: Class I

Частота: 50 Hz

Масса: 204 кг

Ширина: 795 мм

Глубина: 1440 мм

Высота: 2046 мм

Cooling station for loading open shelf trolleys with pre-cooled food.

Complete entry station made of stainless steel, self-supporting and hygienic construction. Three-sided enclosed,

double-walled and insulated housing. Front swing door opens 180° for the entry of shelf trolleys. Door with

integrated opening for food removal even when closed, door opening can be sealed for longer standing times

using an integrated thermal roller blind in the door frame. Inside at the bottom, two lateral guide rails for safely

entering and positioning a shelf trolley. At the back inside, a 90° swivelling air guide door for easy access to

clean and maintain the device technology in the rear wall of the body. Below the cooling system, a condensate

collection tray, which can be removed and emptied from the rear of the station. Complete floor clearance

without obstruction contours inside for optimal cleaning. Outer and side inner walls with cleaning-friendly,

smooth surfaces, air guide door at the back can be swivelled for cleaning. The entire station is movable for

intensive cleaning on 2 fixed and 2 swivel castors with brakes, castors with stainless steel housing. Supply

connections at the back of the unit. Power supply via a stable, retractable spiral cable with angle plug.

Additionally, a Schuko socket with a flap cover for connecting another entry station. Connections protected

against damage from collisions by a solid pipe bracket over the entire rear of the unit. Device operation via an

easily accessible control unit mounted on the front of the device roof with on/off switch, precise temperature

control and clearly visible digital temperature display. Cooling technology: cooling compressor with CFC-free

refrigerant mounted in the device roof. Interior of the entry station with active circulating cooling for uniform,

constant temperatures. Air guide plates in the rear door ensure targeted cold air distribution throughout the

interior. An integrated air guide flap in the front door and the bottom plate of the entered shelf trolley prevent
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circulating air from coming into contact with contaminants on the floor covering or the wheels of the shelf

trolley.

Made entirely of stainless steel for high hygiene standards and long-lasting
durability
Active circulating air cooling with targeted air guidance ensures even,
consistent cooling and preserves food quality
Front wing door with integrated removal opening allows flexible access and
minimises temperature loss
Mobility supported by robust fixed and swivel castors with brakes, facilitating
easy cleaning and flexible use


